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The PSOP, TSOP and SSOP sockets are
designed  for  use   in   OEM, prototyping and
programming applications.  The unique positive
locking lid secures devices  to  high normal  force
surface  mount  contacts.  The  common land-pad
foot-print  of  the   socket   and   device eliminates
the need to  modify  a  PCB  layout  after
development  stages.  These  zero   insertion   force
sockets  can  be  effortlessly  loaded  and  unloaded
minimizing  the  potential  risk  of  damaged  leads.

FEATURES and BENEFITS

• For OEM, prototyping, programming and test
applications

• Surface mount
• Zero insertion force
• Land pad footprint common for package
and socket

• Positive locking lid design
• Effortless loading and unloading
• High normal force contacts
• Available without alignment pins for pick and
place

• Available with alignment pins to facilitate
hand placement

• Standard packaging is in trays or tape and
  reel configurations.

SPECIFICATIONS

ELECTRICAL:
• Contact resistance:  30 milliohms max.
• Current rating:  0.5 AMP
• Dielectric withstanding voltage:  250V AC
• Insulation resistance:  500 Mega Ohms

MECHANICAL:
• Contact material:  Copper alloy with PbSn plating
• Minimum insertion/withdrawal cycles:  50

ENVIRONMENTAL:
• Body, lid and locking material:  LCP
• Flammability:  94V-0
• Temperature range:  -55˚C to +105˚C

   Where quality assures performance

All statements, specifications and technical information on
this data sheet are subject to change at any time without notice
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For custom connector solutions or the name and
location of  your nearest Meritec Sales Representative,
call 1-888-MERITEC (888-637-4832).

SURFACE MOUNT 1.27mm PSOP SOCKET
No. SKT-01-1098

AMID BMID CMID REBMUNTRAPCETIREM
DRADNATS

.YTQEGAKCAP

EGAKCAP SDAEL# mm sehcni mm sehcni mm sehcni
TUOHTIW

SNIPTNEMNGILA
HTIW

SNIPTNEMNGILA
YARTREP

mm72.1
POSP

44 01.03 581.1 76.62 050.1 09.13 652.1 10-44-120089 20-44-120089 23

EPAT
LEER&

052

DIMENSION CHART
millimeters(inches)

MINIMUM AREA CLEAR OF
OTHER COMPONENTS

1.27 (.050) Ø THRU FOR
OPTIONAL ALIGNMENT PINS
2 PLACES

0.50 (.0197)

5.08 (.200)

1.27 (.050)

2.11 (.083)B
C

16.51 (.650)

7.33 (.289)

19.52 (.769)

A

1.27 (.050) Pitch

OPTIONAL,
REMOVABLE
ALIGNMENT PINS

13.10 (.516)

1.98 (.078)

3.48 (.137)

27.94 (1.100)

SOCKET LAND-PAD FOOTPRINT

* Note: When ordering tape and reel packaging, the part number should be followed by the letter "K"

*

*
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For custom connector solutions or the name and
location of  your nearest Meritec Sales Representative,
call 1-888-MERITEC (888-637-4832).

SURFACE MOUNT 0.80mm SSOP SOCKET
No.  SKT-01-1098

OPTIONAL,
REMOVABLE
ALIGNMENT PINS

19.52 (.769)

A

0.80 (.0315) Pitch

MINIMUM AREA CLEAR OF
OTHER COMPONENTS

1.27 (.050) Ø THRU FOR
OPTIONAL ALIGNMENT PINS
2 PLACES0.40 (.016)

3.20 (.126)

0.80 (.0315)

2.39 (.094)B
C

15.20 (.598)

6.28 (.247)

27.94 (1.100)

13.10 (.516)

1.98 (.078)

3.48 (.137)

DIMENSION CHART

millimeters(inches)

SOCKET LAND-PAD FOOTPRINT

AMID BMID CMID REBMUNTRAPCETIREM
DRADNATS

.YTQEGAKCAP

EGAKCAP SDAEL# mm sehcni mm sehcni mm sehcni
TUOHTIW

SNIPTNEMNGILA
HTIW

SNIPTNEMNGILA
YARTREP

mm08.0
POSS

65 06.52 800.1 06.12 058. 83.72 870.1 10-65-220089 20-65-220089 23

EPAT
LEER&

052

* Note: When ordering tape and reel packaging, the part number should be followed by the letter "K"

*

*
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AMID BMID CMID REBMUNTRAPCETIREM
DRADNATS

.YTQEGAKCAP

EGAKCAP SDAEL# mm sehcni mm sehcni mm sehcni
TUOHTIW

SNIPTNEMNGILA
HTIW

SNIPTNEMNGILA
YARTREP

mm05.0
POST

04 58.11 764. 05.9 473. 16.31 635. 10-04-020089 20-04-020089 07

84 58.31 545. 05.11 354. 26.51 516. 10-84-020089 20-84-020089 36

65 58.51 426. 05.31 135. 36.71 496. 10-65-020089 20-65-020089 65

EPAT
LEER&

052

052

052
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SURFACE MOUNT 0.50mm TSOP SOCKET
No. SKT-01-1098

OPTIONAL, REMOVABLE
ALIGNMENT PINS

23.52 (.926)

A

0.50 (.0197) Pitch

5.33 (.210)

1.27 (.050) Ø THRU FOR
OPTIONAL ALIGNMENT PINS
2 PLACES

0.30 (.012)

3.72 (.146)

1.74 (.069)

31.75 (1.250)

17.60 (.693)

10.16 (.400)

2.00 (.079) 0.50 (.0197) 1.55 (.061)

B
C

MINIMUM AREA CLEAR OF
OTHER COMPONENTS

millimeters(inches)

SOCKET LAND-PAD FOOTPRINT

*

DIMENSION CHART

* Note: When ordering tape and reel packaging, the part number should be followed by the letter "K"

   Where quality assures performance

For custom connector solutions or the name and
location of  your nearest Meritec Sales Representative,
call 1-888-MERITEC (888-637-4832).

All statements, specifications and technical information on
this data sheet are subject to change at any time without notice
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