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CAUTION: MOISTURE SENSITIVE DEMICE

1, SHELF LFE IN SEALER BAG:
12 MONTHS AT <ATC AND <OD7Z RELATVE HUMIDTY (RH).
2. AFTER THS BAG IS OPENED, DEVICES HAVE Ta BE
NOUNTED WITHN 48 HOLRS OR STORED AT <30% RH.
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REV. | EEC.N. NUMBER AND REVISION COMMENTS DATE
A E.C.N. #10230. 8.23.96
8 E.C.N. #10263. 10.24.96
C | EC.N. #10338. 5.2.97
D | EC.N. #103686. 7.22.97
E | E.C.N. #10380. 9.19.97
F E.C.N. #10BROR & REDRAWN. 10.15.97
G E.C.N. #10419, 3.5.98
H | EC.N. #10471. 10.23.98
[ E.C.N. #10644. 7.18.00
J | EC.N. #10BRDR. & #10771. 7.30.01

e ELECTRO-OPTICAL CHARACTERISTICS TA=25'C = 20mA
= PARAMETER MIN TYP MAX UNITS  TEST COND
| = PEAK WAVELENGTH 585 nm
i FORWARD VOLTAGE 2.1 26 Vi
1.00 [0.0391] =, REVERSE VOLTAGE 50 Ve lr=100uA
AXIAL INTENSITY 10 med I$=20mA
} R VIEWING ANGLE 130 9 theta
EMITTED COLOR: YELLOW
CATHODE MARK
TIME (SECONDS) EPOXY LENS FINISH: WATER CLEAR
M LIMTS OF SAFE OPERATION AT 25°C
(M RECOMMENDED SOLDER PAD LAYDUT PARAETER VX LNITS
#8155 [80.061] PEAK FORWARD CURRENT* 100 mA
0.90 [0.035] STEADY CURRENT 25 mA
175 [0.069] SER. —| | POWER DISSIPATION 65 mW
PCB CENTER —\ 0.20 [0.0081 DERATE FROM 25'C 1.2 mW/C
\ |7 OPERATING TEMP. -2570 +85 '
Al 1.00 [0.039]1 SIORAGE TEMP. -3070 +85 e
* RO
—1200 [0.0793 1?5 EPUL-US5)93 1, 3,000 PIECES PER REEL.
: 2. THE CATHODE IS ORIENTED
5.00 [0.197] TOWARDS THE TAPE SPROCKET HOLE.

CNCONTIROLLELD LOCUMENT

*UNLESS OTHERWISE SPEGIAED TOLERANGES PER DEGMAL PRECISION ARE: X=t1 (0.039), XX=205 (20020}, XX(=10.25 (:0.01¢), XXOX=20.127 (+D.00S). LEAD SZE=20.05 (002}, LEAD LENGTH=£075 (£0.050). MN= HIECNAL PRECBION yuy - 4008 ormenn
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CONFIDENTAL_INFORNATION
THE INFORMATION CONTANED IN THIS DXICUNENT IS THE PROPERTY OF
LUMEX ING.  EXOEPT AS SPECFISALLY AUTHORIZED IN WRITNG BY LUNEX
INC., THE HOLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATION
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE GR
IN PART FROM OBCLISURE AND DISSENINATIDN T AL THRD PARTIES.

9.omm x 3.2Zmm PCB, RIGHT ANGLE SURFACE MOUNT LED,
585nm YELLOW, WATER CLEAR LENS, 3K PER REEL.

RELIABILITY NOTE
OUR MANY YEARS QF EXPERENCE DATA ACCUNLLATION INDICATE THAT
SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FWTURE FAILURE
PLEASE PAY ATTENTICN TO YOUR SOLDERING PROCESS.
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